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Ridder
Smartdrive Switch to the Future

The Ridder Smartdrive significantly simplifies
and accelerates the labor-intensive installation
process of vent and screen motors in greenhouse

structures by 75%. All of this is made possible by 
the innovative digital limit switch. Developed for 
installers and tailored to the needs of growers.
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Digital position feedback

Simplified installation

Manual override capability

Enhanced precision in ventilation and screening

Maximum operational reliability

Intelligent communication with climate computer

Quicker adjustment of start and stop positions

Digital limit switch

24 Volt AC/DC power supply required!
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Smartdrive explanation 1
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Ridder RW drive without
position feedback

Ridder RSU mechanical 
limit switch

Requires expertise and
experience for installation

Installation requires a
minimum of two people

Ridder RW with integrated
digital position feedback

Digitally adjustable electronic
limit switch

Reduces installation time by 75%, 
easily installed by asingle individual

Simple installation, no tools required, 
feasible with limited knowledge or experience

Analog limit switch Smartdrive
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Ridder Smartdrive modular system solution

 

Discover more
ridder.com/smartdrive
insidesales@ridder.com

Ready for the next step?
Discover everything about the Smartdrive on our website
or contact us!

Smartdrive – Base Unit

Digital control module on the
drive / gearmotor:

Replaces analog/physical limit
switches.
User-friendly multilingual
operation via an LCD on the
drive.
Integrated digital position
feedback.
24 Volt AC/DC power supply 
required!

Smartdrive – Panel Unit

Digital control module for 
panel installation:

Ease of installation time,
reduced by 75% and requiring
only 1 FTE.
Copying and programming limit
switches via Bluetooth using the
Smartdrive App.
Versatile, straightforward, and
reliable communication through
Modbus.

“Simple installation
with just four
button presses.”


